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CHAPTER 205
FIRE SAFETY REQUIREMENTS FOR HOSPITALS AND

HEALTH CARE FACILITIES
[Prior to 4/2/03, see rules 661—5.550(100) to 661—5.603(100)]

[Prior to 6/22/05, see rules 661—5.900(100) to 661—5.950(135C)]
IAC 6/22/05

661—205.1(100)  Definitions.  The following definitions apply to rules 661—205.1(100) through
661—205.25(100).

“Ambulatory health care facility” means a facility or portion thereof used to provide services or
treatment that provides, on an outpatient basis, treatment for one or more patients that renders the pa-
tients incapable of taking action for self-preservation under emergency conditions without the assis-
tance of others; or provides, on an outpatient basis, anesthesia that renders the patient incapable of tak-
ing action for self-preservation under emergency conditions without the assistance of others.

“Existing” means that a facility (1) has been in continuous operation under its current classification
of occupancy since before September 11, 2003, and has not undergone renovation or remodeling, in-
cluding an addition, on or after September 11, 2003, or (2) received plan approval for initial construc-
tion or for its most recent renovation or remodeling project, including an addition, if any, from the
building code bureau of the fire marshal division prior to March 11, 2003.

“Hospice”  means a facility licensed or seeking licensure pursuant to Iowa Code section 135J.2.
“Hospital”  means a facility licensed or seeking licensure pursuant to Iowa Code chapter 135B.
“Intermediate care facility for the mentally retarded” means a facility licensed or seeking licensure

pursuant to Iowa Code section 135C.2(3)“c.”
“New”  means that a facility (1) commenced continuous operation under its current classification of

occupancy on or after September 11, 2003, (2) has undergone renovation or remodeling, including an
addition, on or after September 11, 2003, or (3) received plan approval from the building code bureau
of the fire marshal division for the initial construction of the facility or the most recent renovation of or
addition to the facility on or after March 11, 2003.

“NFPA” means the National Fire Protection Association, Batterymarch Park, Quincy, MA 02269.
References to the form “NFPA xx,” where “xx” is a number, refer to the NFPA standard or pamphlet of
the corresponding number.

“Nursing facility” means a facility licensed or seeking licensure pursuant to Iowa Code section
135C.6, including a nursing facility for intermediate care or a nursing facility for skilled care.

661—205.2 to 205.4  Reserved.

661—205.5(100)  Hospitals.
205.5(1) New hospitals.  NFPA 101, Life Safety Code, 2000 edition, Chapter 18, is adopted by ref-

erence as the fire safety rules for new hospitals.
205.5(2) Existing hospitals.  NFPA 101, Life Safety Code, 2000 edition, Chapter 19, is adopted by

reference as the fire safety rules for existing hospitals, with the following amendments:
Effective March 13, 2006, Section 19.3.6.3.2, Exception No. 2, is deleted.
Section 19.2.9 is not effective prior to March 13, 2006.
205.5(3) Alcohol-based hand rub dispensers.  Notwithstanding any provisions of the 2000 edition

of the Life Safety Code to the contrary, a hospital may install alcohol-based hand rub dispensers in its
facility if:

a. Use of alcohol-based hand rub dispensers does not conflict with a local code that prohibits or
otherwise restricts the placement of alcohol-based hand rub dispensers in health care facilities;

b. The dispensers are installed in a manner that minimizes leaks and spills that could lead to falls;
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c. The dispensers are installed in a manner that adequately protects against access by vulnerable
populations; and

d. The dispensers are installed in accordance with Section 18.3.2.7 or Section 19.3.2.7 of the
2000 edition of the Life Safety Code, as amended by NFPA Temporary Interim Amendment
00-1(101), issued by the Standards Council of the National Fire Protection Association on April 15,
2004.

661—205.6 to 205.9  Reserved.

661—205.10(100)  Nursing facilities and hospices.
205.10(1) New nursing facilities and hospices.  NFPA 101, Life Safety Code, 2000 edition, Chap-

ter 18, is adopted by reference as the fire safety rules for new nursing facilities and hospices that pro-
vide inpatient care directly.

205.10(2) Existing nursing facilities and hospices.  NFPA 101, Life Safety Code, 2000 edition,
Chapter 19, is adopted by reference as the fire safety rules for existing nursing facilities and hospices
that provide inpatient care directly, with the following amendments:

Section 19.2.9 is not effective prior to March 13, 2006.
Effective March 13, 2006, Section 19.3.6.3.2, Exception No. 2, is deleted.
205.10(3) Alcohol-based hand rub dispensers.  Notwithstanding any provisions of the 2000 edi-

tion of the Life Safety Code to the contrary, a hospice or nursing facility may place alcohol-based hand
rub dispensers in its facility if:

a. Use of alcohol-based hand rub dispensers does not conflict with a local code that prohibits or
otherwise restricts the placement of alcohol-based hand rub dispensers in health care facilities;

b. The dispensers are installed in a manner that minimizes leaks and spills that could lead to falls;
c. The dispensers are installed in a manner that adequately protects against access by vulnerable

populations; and
d. The dispensers are installed in accordance with Section 18.3.2.7 or Section 19.3.2.7 of the

2000 edition of the Life Safety Code, as amended by NFPA Temporary Interim Amendment
00-1(101), issued by the Standards Council of the National Fire Protection Association on April 15,
2004.

205.10(4) Smoke detectors in nursing facilities.  A nursing facility shall:
a. Install battery-operated smoke detectors in resident sleeping rooms and public areas by May

24, 2006.
b. Have a program for testing, maintenance, and battery replacement to ensure the reliability of

the smoke detectors.
Exception:  Battery-operated smoke detectors are not required in each resident sleeping room and

public area if either the facility has a hard-wired AC smoke detection system in patient rooms and pub-
lic areas that is installed, tested, and maintained in accordance with NFPA 72, National Fire Alarm
Code, for hard-wired AC systems, or the facility has a sprinkler system throughout that is installed,
tested, and maintained in accordance with NFPA 13, Automatic Sprinklers.

661—205.11 to 205.14  Reserved.
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661—205.15(100)  Intermediate care facilities for the mentally retarded and intermediate care
facilities for persons with mental illness.

205.15(1) New intermediate care facilities.  New intermediate care facilities for the mentally re-
tarded and new intermediate care facilities for persons with mental illness shall comply with the provi-
sions of one of the following:

a. NFPA 101, Life Safety Code, 2000 edition, Chapter 18.
b. NFPA 101, Life Safety Code, 2000 edition, Chapter 32, with the following amendments:
NOTE:  Any requirement contained within Chapter 32 that is based on a rating of evacuation capabil-

ity shall be based upon an evacuation capability rating of “impractical.”  Any provision which is depen-
dent upon an evacuation capability rating other than “impractical” shall be unavailable.

(1) Delete Section 32.2.1.2.1 and insert in lieu thereof the following new section:
32.2.1.2.1
Small facilities shall comply with the requirements of Section 32.2 as indicated for an evacuation

capability of impractical.
Exception*:  Facilities where the authority having jurisdiction has determined equivalent safety is

provided in accordance with Section 1.5.
(2) Delete Section 32.2.1.2.2 and insert in lieu thereof the following new section:
32.2.1.2.2
The evacuation capability shall be classified as impractical.
(3) Delete Exception No. 1 to Section 32.2.2.1.
(4) Delete Exceptions No. 2 and No. 3 to Section 32.2.2.4.
(5) Delete the Exception to Section 32.2.3.3.2.
(6) Delete Exception No. 1 to Section 32.2.3.5.1.
(7) Delete Exceptions No. 1, No. 3 and No. 4 to Section 32.2.3.5.2.
(8) Delete Exception No. 2 to Section 32.2.3.5.2 and insert in lieu thereof the following new Ex-

ception No. 2:
Exception No. 2:  An automatic sprinkler system in accordance with NFPA 13D, Standard for the

Installation of Sprinkler Systems in One- and Two-Family Dwellings and Manufactured Homes, with
a 30-minute water supply, shall be permitted.  All habitable areas and closets shall be sprinklered.  Fa-
cilities with more than eight residents shall be treated as two-family dwellings with regard to water
supply.

(9) Delete Exception No. 5 to Section 32.2.3.5.2 and insert in lieu thereof the following new Ex-
ception No. 5:

Exception No. 5:  In facilities up to and including four stories in height, systems in accordance with
NFPA 13R, Standard for the Installation of Sprinkler Systems in Residential Occupancies up to and
Including Four Stories in Height, shall be permitted.  All habitable areas and closets shall be sprin-
klered.

(10) Delete Section 32.2.3.5.3.
(11) Delete Section 32.2.3.5.4 and insert in lieu thereof the following new section:
32.2.3.5.4
Automatic sprinkler systems shall be supervised in accordance with Section 9.7.
(12) Delete Exception No. 1 to Section 32.2.3.6.1.
(13) Delete Section 32.3.1.2.1.
(14) Delete Section 32.3.1.2.2 and insert in lieu thereof the following new section:
32.3.1.2.2
Large facilities shall meet the requirements for limited care facilities in Chapter 18.
Exception*:  Facilities where the authority having jurisdiction has determined equivalent safety is

provided in accordance with Section 1.5.
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(15) Delete Section 32.3.1.2.3.
(16) Delete the Exception to Section 32.3.1.3.3, paragraph (a).
(17) Delete Section 32.4.1.4 and insert in lieu thereof the following new section:
32.4.1.4 Minimum Construction Requirements.
In addition to the requirements of Chapter 30, apartment buildings housing residential board and

care facilities shall meet the construction requirements of 18.1.6.  In applying the construction require-
ments, the height shall be determined by the height of the residential board and care facility measured
above the primary level of exit discharge.

Exception:  If the new board and care occupancy is created in an existing apartment building, the
construction requirements of 19.1.6 shall apply.

(18) Delete Exception No. 2 to Section 32.7.3 and insert in lieu thereof the following new Excep-
tion No. 2:

Exception No. 2:  Those residents who cannot meaningfully assist in their own evacuation or who
have special health problems shall not be required to actively participate in the drill.  Section 18.7 shall
apply in such instances.

205.15(2) Existing intermediate care facilities.  Existing intermediate care facilities for the mental-
ly retarded and existing intermediate care facilities for persons with mental illness shall comply with
the provisions of one of the following:

a. NFPA 101, Life Safety Code, 2000 edition, Chapter 19.
b. NFPA 101, Life Safety Code, 2000 edition, Chapter 33, with the following amendments:
NOTE:  Any requirement contained in Chapter 33 that is determined on a rating of evacuation capa-

bility shall be based upon an evacuation capability rating of “impractical.”  Any provision which de-
pends upon an evacuation rating of “prompt” or “slow” shall be unavailable.

(1) Delete Section 33.1.7.
(2) Delete Section 33.2.1.2.1 and insert in lieu thereof the following new section:
33.2.1.2.1
Small facilities shall comply with the requirements of Section 33.2.
Exception*:  Facilities where the authority having jurisdiction has determined equivalent safety is

provided in accordance with Section 1.5.
(3) Delete Section 33.2.1.2.2 and insert in lieu thereof the following new section:
33.2.1.2.2
The evacuation capability shall be classified as impractical.
(4) Delete Section 33.2.1.3 and insert in lieu thereof the following new section:
33.2.1.3 Minimum Construction Requirements.
Buildings shall be of any construction type in accordance with 8.2.1 other than Type II(000), Type

III(200), or Type V(000) construction.
Exception:  Buildings protected throughout by an approved, supervised automatic sprinkler system

in accordance with 33.2.3.5 shall be permitted to be of any type of construction.
(5) Delete Exception No. 1 to Section 33.2.2.1.
(6) Delete Section 33.2.2.2.2 and insert in lieu thereof the following new section:
33.2.2.2.2
The primary means of escape for each sleeping room shall not be exposed to living areas and kitch-

ens.
Exception:  Buildings equipped with quick-response or residential sprinklers throughout.  Standard

response sprinklers shall be permitted for use in hazardous areas in accordance with 33.2.3.2.
(7) Delete Exception No. 2, Exception No. 3, and Exception No. 4 to Section 33.2.2.4.
(8) Delete the Exception to Section 33.2.3.3.
(9) Delete Section 33.2.3.5.2 and insert in lieu thereof the following new section:
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33.2.3.5.2*
Where an automatic sprinkler system is installed, for either total or partial building coverage, the

system shall be in accordance with Section 9.7 and shall activate the fire alarm system in accordance
with 33.2.3.4.1.  The adequacy of the water supply shall be documented to the authority having juris-
diction.

Exception No. 1:  An automatic sprinkler system in accordance with NFPA 13D, Standard for the
Installation of Sprinkler Systems in One- and Two-Family Dwellings and Manufactured Homes, with
a 30-minute water supply, shall be permitted.  All habitable areas and closets shall be sprinklered.  Au-
tomatic sprinklers shall not be required in bathrooms not exceeding 55 ft2 (5.1 m2), provided that such
spaces are finished with lath and plaster or materials providing a 15-minute thermal barrier.

Exception No. 2:  In facilities up to and including four stories in height, systems installed in accor-
dance with NFPA 13R, Standard for the Installation of Sprinkler Systems in Residential Occupancies
up to and Including Four Stories in Height, shall be permitted.  All habitable areas and closets shall be
sprinklered.  Automatic sprinklers shall not be required in bathrooms not exceeding 55 ft2 (5.1 m2),
provided that such spaces are finished with lath and plaster or materials providing a 15-minute thermal
barrier.

Exception No. 3:  Initiation of the fire alarm system shall not be required for existing installations in
accordance with 33.2.3.5.5.

(10) Delete Section 33.2.3.5.3 and insert in lieu thereof the following new section:
33.2.3.5.3
All facilities shall be protected throughout by an approved, supervised automatic sprinkler system

in accordance with 33.2.3.5.2.
(11) Delete Exception No. 1 and Exception No. 4 to Section 33.2.3.6.1.
(12) Delete Section 33.3.1.1 and insert in lieu thereof the following new section:
33.3.1.1 Scope.
Section 33.3 applies to residential board and care occupancies providing sleeping accommodations

for more than 16 residents.  Facilities having sleeping accommodations for not more than 16 residents
shall be evaluated in accordance with Section 33.2.

(13) Delete Section 33.3.1.2 and insert in lieu thereof the following new section:
33.3.1.2 Requirements.
Large facilities shall meet the requirements for limited care facilities in Chapter 19.
Exception*:  Facilities where the authority having jurisdiction has determined equivalent safety is

provided in accordance with Section 1.5.
(14) Delete the Exception to Section 33.3.1.3.3, paragraph (a).
(15) Delete Exception No. 2 to Section 33.3.3.6.1.
(16) Delete Exception No. 2 to Section 33.3.3.6.3.
(17) Delete Section 33.4.1.3 and insert in lieu thereof the following new section:
33.4.1.3 Requirements.
33.4.1.3.1
Apartment buildings housing board and care facilities shall comply with the requirements of Sec-

tion 33.4.
Exception*:  Facilities where the authority having jurisdiction has determined that equivalent safe-

ty for housing a residential board and care facility is provided in accordance with Section 1.5.
33.4.1.3.2
All facilities shall meet the requirements of Chapter 31 and the additional requirements of Section

33.4.
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(18) Delete Section 33.4.1.4 and insert in lieu thereof the following new section:
33.4.1.4 Minimum Construction Requirements.
In addition to the requirements of Chapter 31, apartment buildings housing residential board and

care facilities shall meet the construction requirements of 19.1.6.  In applying the construction require-
ments, the height shall be determined by the height of the residential board and care facility measured
above the primary level of exit discharge.

(19) Delete Exception No. 2 to Section 33.7.3 and insert in lieu thereof the following new excep-
tion:

Exception No. 2:  Those residents who cannot meaningfully assist in their own evacuation or who
have special health problems shall not be required to actively participate in the drill.  Section 19.7 shall
apply in such instances.

205.15(3) Alcohol-based hand rub dispensers.  Notwithstanding any provisions of the 2000 edi-
tion of the Life Safety Code to the contrary, a facility may install alcohol-based hand rub dispensers if:

a. Use of alcohol-based hand rub dispensers does not conflict with a local code that prohibits or
otherwise restricts the placement of alcohol-based hand rub dispensers in health care facilities;

b. The dispensers are installed in a manner that minimizes leaks and spills that could lead to falls;
c. The dispensers are installed in a manner that adequately protects against access by vulnerable

populations; and
d. The dispensers are installed in accordance with Section 18.3.2.7 or Section 19.3.2.7 of the

2000 edition of the Life Safety Code, as amended by NFPA Temporary Interim Amendment
00-1(101), issued by the Standards Council of the National Fire Protection Association on April 15,
2004.

661—205.16 to 205.19  Reserved.

661—205.20(100)  Ambulatory health care facilities.
205.20(1) New ambulatory health care facilities.  NFPA 101, Life Safety Code, 2000 edition,

Chapter 20, is adopted by reference as the fire safety rules for new ambulatory health care facilities.
205.20(2) Existing ambulatory health care facilities.  NFPA 101, Life Safety Code, 2000 edition,

Chapter 21, is adopted by reference as the fire safety rules for existing ambulatory health care facilities,
with the following amendments:

Section 21.2.9.1 is not effective prior to March 13, 2006.
205.20(3) Alcohol-based hand rub dispensers.  Notwithstanding any provisions of the 2000 edi-

tion of the Life Safety Code to the contrary, an ambulatory health care facility may place alcohol-based
hand rub dispensers in its facility if:

a. Use of alcohol-based hand rub dispensers does not conflict with a local code that prohibits or
otherwise restricts the placement of alcohol-based hand rub dispensers in health care facilities;

b. The dispensers are installed in a manner that minimizes leaks and spills that could lead to falls;
c. The dispensers are installed in a manner that adequately protects against access by vulnerable

populations; and
d. The dispensers are installed in accordance with the following provisions:
(1) Where dispensers are installed in a corridor, the corridor shall have a minimum width of 6 ft

(1.8 m);
(2) The maximum individual dispenser fluid capacity shall be:
1. 0.3 gallons (1.2 liters) for dispensers in rooms, corridors, and areas open to corridors;
2. 0.5 gallons (2.0 liters) for dispensers in suites of rooms;
(3) The dispensers shall have a minimum horizontal spacing of 4 ft (1.2 m) from each other;
(4) Not more than an aggregate 10 gallons (37.8 liters) of alcohol-based hand rub solution shall be

in use in a single smoke compartment outside of a storage cabinet;
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(5) Storage of quantities greater than 5 gallons (18.9 liters) in a single smoke compartment shall
meet the requirements of NFPA 30, Flammable and Combustible Liquids Code;

(6) The dispensers shall not be installed over or directly adjacent to an ignition source; and
(7) In locations with carpeted floor coverings, dispensers installed directly over carpeted surfaces

shall be permitted only in sprinklered smoke compartments.

661—205.21 to 205.24  Reserved.

661—205.25(100)  Religious nonmedical health care institutions.
205.25(1) New religious nonmedical health care institutions.  NFPA 101, Life Safety Code, 2000

edition, Chapter 18, is adopted by reference as the fire safety rules for new religious nonmedical health
care institutions.

205.25(2) Existing religious nonmedical health care institutions.  NFPA 101, Life Safety Code,
2000 edition, Chapter 19, is adopted by reference as the fire safety rules for existing religious nonmedi-
cal health care institutions, with the following amendments:

Section 19.2.9 is not effective prior to March 13, 2006.
Effective March 13, 2006, Section 19.3.6.3.2, Exception No. 2, is deleted.
205.25(3) Alcohol-based hand rub dispensers.  Notwithstanding any provisions of the 2000 edi-

tion of the Life Safety Code to the contrary, a religious nonmedical health care institution may place
alcohol-based hand rub dispensers in its facility if:

a. Use of alcohol-based hand rub dispensers does not conflict with a local code that prohibits or
otherwise restricts the placement of alcohol-based hand rub dispensers in health care facilities;

b. The dispensers are installed in a manner that minimizes leaks and spills that could lead to falls;
c. The dispensers are installed in a manner that adequately protects against access by vulnerable

populations; and
d. The dispensers are installed in accordance with Section 18.3.2.7 or Section 19.3.2.7 of the

2000 edition of the Life Safety Code, as amended by NFPA Temporary Interim Amendment
00-1(101), issued by the Standards Council of the National Fire Protection Association on April 15,
2004.

These rules are intended to implement Iowa Code section 100.35 and chapters 135B, 135C, 135J
and 231C and 42 CFR Parts 403, 416, 418, 482 and 483.

661—205.26 to 205.99  Reserved.

661—205.100(135C)  Residential care facilities.
205.100(1)Definitions.  The following definitions apply to rule 661—205.100(135C):
“Existing residential care facility” means a residential care facility which has been in continuous

operation since before April 1, 2004.
“New residential care facility” means a residential care facility which begins operation on or after

April 1, 2004.
“NFPA”  means the National Fire Protection Association, Batterymarch Park, Quincy, MA 02269. 

References to the form “NFPA xx,” where “xx” is a number, refer to the NFPA standard or pamphlet of
the corresponding number.

“Residential care facility” means a facility that is licensed or seeking licensure by the department of
inspections and appeals as a residential care facility pursuant to the provisions of Iowa Code section
135C.6, or has been identified by the department of inspections and appeals as a facility that requires
licensure as a residential care facility pursuant to Iowa Code section 135C.6.
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205.100(2)New residential care facilities.  NFPA 101, Life Safety Code, 2003 edition, Chapter 18,
“New Health Care Facilities,” is adopted by reference as the rules governing new residential care facil-
ities.  For purposes of this subrule, a residential care facility is a “limited care facility” as defined in
NFPA 101, Life Safety Code, 2003 edition, Section 3.3.69.2.

205.100(3)Existing residential care facilities.  NFPA 101, Life Safety Code, 2003 edition, Chapter
19, “Existing Health Care Facilities,” is adopted by reference as the rules governing existing residen-
tial care facilities.  For purposes of this subrule, a residential care facility is a “limited care facility” as
defined in NFPA 101, Life Safety Code, 2003 edition, Section 3.3.69.2.

EXCEPTION:  Existing residential care facilities which were approved by the fire marshal on or before
March 11, 2003, pursuant to rules 661—5.550(100) to 5.552(100) and which have been in continuous
operation since on or before March 11, 2003, may continue to operate in compliance with rules
661—5.550(100) to 5.552(100) as those rules existed on March 10, 2003.

NOTE:  Rules 661—5.550(100) to 5.552(100) were rescinded effective March 11, 2003.
This rule is intended to implement Iowa Code sections 100.35 and 135C.9.

[Filed 9/17/57; amended 10/9/57, 1/5/60]
[Filed 10/12/71; amended 12/31/73]

[Filed 4/4/77, Notice 9/22/76—published 4/20/77, effective 5/25/77]
[Filed 10/10/86, Notice 11/5/86—published 12/31/86, effective 2/4/87]
[Filed 4/1/88, Notice 9/23/87—published 4/20/88, effective 5/25/88]
[Filed 2/2/89, Notice 12/28/88—published 2/22/89, effective 3/29/89]
[Filed 3/16/90, Notice 12/13/89—published 4/4/90, effective 5/9/90]
[Filed 4/24/92, Notice 2/19/92—published 5/13/92, effective 7/1/92]
[Filed 2/24/93, Notice 12/9/92—published 3/17/93, effective 5/1/93]

[Filed emergency 3/10/03—published 4/2/03, effective 3/11/03]
[Filed 10/7/03, Notice 5/28/03—published 10/29/03, effective 1/1/04]

[Filed emergency 3/25/04 after Notice 2/18/04—published 4/14/04, effective 4/1/04]
[Filed emergency 5/23/05 after Notice 4/27/05—published 6/22/05, effective 5/24/05]

CHAPTERS 206 to 230
Reserved
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